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22" 2 | 2" 2 ] 2" 2 e -
T g g ‘ ‘ g ‘ g
OPEN SLOT (TYP.) _\ _\ DETAIL A
N L
I p— — J — — { } —

207-0" (STANDARD 20 FT.)
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SLOTTED PIPE DETAIL
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FOR ALL OTHER PIPE SIZES “C” IS IN MULTIPLES OF “A”.

DRAIN BUIDE GAN BE
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PLAN

fu GA. SHEET METAL

SECTION B-B

LOCKING PLATE DETAIL

(2) LOCKING PLATE TO BE INSTALLED AT:
A, EACH END OF DRAIN GUIDE.

B. EACH SEAM.

C. EACH MID-POINT OF DPEN SLOT.

USED WITH TYPICAL DRAIN
LOCKING PLATES — —
GUIDE STEEL WALLS.
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TYPE A SLOTTED DRAIN SIDE
(FORMED SHEET) ELEVATION
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COUPL [NG BAND WIDTH

v % soL1D

WELD SPACER

GALVANIZED
GRATE

COUPLING BAND

25" X 13" X ' x 27

LONG BAND ANGLE 27 TYR.
GALVANIZED (37 MAX.)
GRATE

COUPLING BAND

SIDE VIEW
TYPICAL COUPLING BAND

20' NOMINAL LENGTH

36" GRATE SLDT WELDED T0 PIPE,
1" SEE GRATE WELDING DETAIL. I

TYPICAL PIPE SECTION

L” DIAMETER

CARRTAGE BDLT\

6" c—¢

(TYPICAL)
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LONG BAND ANGLE
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1
[

SPOT WELDS

(EACH
SIDE OF BAND ANGLE)

COUPLING
BAND

SECTION A-A

7 SOLID WELD
SPACER

SECTION D-D

FILLET WELD_AT EACH

SIDE OF GRATE AT EVERY
OTHER CORRUGATLON ON THE
TANGENT .

L44---D

GRATE WELDING DETAIL

STRUCTURAL STEEL SLOTTED DRAIN
(TYPE B)

247 X 14" X & X 2"
LONG BAND ANGLE

4 DIA. CARRIAGE BOLT

SPOT WELDS (EACH
IDE OF BAND ANGLE):
14" LEG

COUPLING BAND

SECTION F-F
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(3" MAX.) " BEARING BAR
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SECTIDN GG

FILLET WELD AT EACH SIDE OF GRATE AT
EVERY OTHER CORRUGATION ON THE TANGENT

DIRECTION OF FLOW

GRATE WELDING DETAIL

SIDE VIEW
TYPICAL COUPLING BAND

I
247 20' NOMINAL LENGTH
30
36" GRATE SLOT WELDED TO_PIPE.
y»  SEE GRATE WELDING DETAIL. m
o
TYPICAL PIPE SECTION
MISSOURT HIGHWAY AND TRANSPORTATION

COMMISSION

STRUCTURAL STEEL SLOTTED DRAIN
(TYPE C)

SLOTTED DRAIN

TYPE B AND TYPE C
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